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TECHNICAL DATA SHEET - BETONGKLOSS VARIABEL

DESCRIPTION

APPLICATIONS

SPECIALIST IN CONCRETE ACCESSORIES

ENVIRONMENTAL & SUSTAINABILITY

PRODUCT RANGE

Hydratec Scandinavia AB |info@hydratec.se|Tel: +4610-585 21 00| www.hydratec.se| Hallsberg, Sweden

TECHNICAL INFORMATION

We reserve the right for typographical errors and refer to the fact that the current version of the information is always available at www.hydratec.se or can be requested by 
contacting our office. The current version number can be found in the upper left corner

STORAGE
The product can be stored both indoors and outdoors year-
round.

BVB ID
126692

Betongkloss Variabel is a rebar spacer made from sulphate-
resistant cement (CEM I 52.5N-SR3/NA) with galvanized 
wire, designed to ensure proper concrete cover for 
reinforcement in concrete structures. Its butterfly-shaped 
design provides three different cover depths in a single 
product, offering flexibility and easy adaptation during 
installation.

Can be used in diffrent kinds of reinforced concrete 
structures to ensure proper concrete cover. 

Exposure classifications: XC4, XD3, XS3, XF4, XA3

Cement: CEM I 52.5N-SR3/NA

Concrete cover: 20-60 mm (stocked dimensions listed 
below)

Frost and compression tested

Item.nr Description Cover (mm) Pcs/bag Unit

1004060 Betongkloss Variabel 20/25/30 20-30 600 Pcs

1004061 Betongkloss Variabel 35/40/50 35-50 185 Pcs

1004062 Betongkloss Variabel 45/55/60 45-60 130 Pcs


