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DESCRIPTION
Expanded metal is a versatile and widely used product for 
concreting applications. It is manufactured from steel sheet 
that is slit and expanded, creating the characteristic mesh 
structure. 
The manufacturing process is carried out without welded 
joints or wires, resulting in a product that is highly flexible, 
lightweight, and at the same time very strong.

ADVANTAGES

•	 Flexible and lightweight

•	 Versatile applications

•	 High durability

•	 Durable and cost-effective production

APPLICATION AREAS

•	 Manufacturing of custom-made construction joints 
directly on site

•	 Production of more complex construction joints

•	 Used as temporary anti-slip protection on construction 
sites

PRODUCT RANGE

Item.no: 1031001		  Description: Expanded metal 2500x600x0,25mm

Material: Galvanized steel	 Packaging: 20 pcs/pack, 600 pcs/pallet

Uses: Easy-to-shape expanded metal with 4 mm ribs to make it sturdy and stable. Used 
to manufacture casting stop-end panels quickly and directly onsite. Can also be used as 
temporary anti-slip protection during winter conditions.

Item.no: 1031013		  Description: Expanded metal 2250x1500x1,0 mm

Material: DC01 steel		  Packaging: 1 pcs/pack, 100 pcs/pallet

Approvals: Approved according to AMA Anläggning EBB.3312

Uses: Flat-rolled expanded metal with smaller mesh size. Used as stop-end panels in 
concrete structures.

Watertight stop end panel 
manufactured from flat-expanded 

metal

Stop end panel with 
reinforcement bars manufactured 

from flat-expanded metal
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Item.nr: 1031011	 Description: Profiled expanded metal 2250x1200x0,7 mm

Material: DC-01 steel	 Packaging: 1 pcs/pack, 100 pcs/pallet

Uses: Profiled flat-expanded metal, primarily used in the production of stay-in-
place construction joints. The product can also be supplied as individual sheets for 
manufacturing custom construction joints.

h
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b= 7,0 mm

h= 4,5 mm

g1= 0,7 mm

Watertight stop end panel 
manufactured from profiled flat-

expanded metal

Stop end panel with reinforcement 
bars manufactured from profiled 

flat-expanded metal

Item.nr: 1031014		  Description: Expanded metal SKB 2250x722x0,7 mm

Material: EN-DC04 steel		  Packaging: 1 pcs/pack, 400 pcs/pallet

Uses: Plattvalsad sträckmetall med mindre maskstorlek för användning som kvarsittande 
avstängare i betongkonstruktioner som gjutes med SKB-betong.


