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Heating mat that facilitates excavation and ground work 
during winter. This heating mat thaws up to 50 cm/day. 
The mat is equipped with a thermostat and has reflective 
material on one side. The ability to reflect heat makes it 
even more efficient. Easily connected with a grounded plug.

KEY FEATURES

•	 Made of durable PVC

•	 Equipped with eyelets for fastening to formwork or 
around pipes

•	 Reflects heat for improved efficiency

PRODUCT RANGE

Item.nr Description Voltage Power output Lenght (m) Width (m) Unit

1422001 Heating mat 3,0x1,0 m 230 V 1000 W 3,0 1,0 pcs

STORAGE & HANDLING

Store in dry conditions. When rolled or folded, the yellow 
side must face outward, and the power cable must be 
properly embedded and protected. 
 
Damaged or defective mats are considered waste and must 
be disposed of according to local regulations.

INSTRUCTIONS FOR USE
•	 The mat must be fully unrolled during operation

•	 The green side must face the surface to be heated

•	 The mat must not be covered during use

•	 When using multiple mats, they must not overlap 

•	 Remove any snow or debris from the mat before use

•	 Do not walk, stand, or drive on the mat

•	 Avoid sharp edges or objects under the mat

•	 Do not use the mat if it is damaged or suspected to be 
defective

•	 The power cable cannot be replaced if damaged

APPLICATIONS

•	 Ground thawing before excavation

•	 Frost protection

•	 Heating of formwork, pipes, drains, and other 
installations

TECHNICAL DATA

PROPERTIES VALUE
Material PVC-coated nylon fabric

Weight 2300 g/m²

Dimensions* 3,0x1,0 m

Temperature resistance -30°C to +70°C

Connection 2,5 m plug

Voltage 230 V

Power output 1000 W

Heating element Reinforced heating cable

Temperature control Automatic

Splash-proof yes

Insulation Fire resistant foam
*=custom dimensions are available on request..


