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TECHNICAL DATA SHEET - SCREED RAIL COMBIFORM

DESCRIPTION

Combiform is a combined system that functions as a
screed rail, casting stop and crack inducer when casting
concrete floors. The product is manufactured from 1
mm untreated steel sheet and is equipped with an 8 mm
polyethylene strip on the top.

The screed rail has punched @25 mm holes for through-
going reinforcement and is prepared at the base for the
installation of adjustment screws. The low weight of the
system makes it easy to handle and install on site.

CombiForm is available in seven different heights, from 25
mm to 145 mm, and is supplied in lengths of 3.5 metres.

The system can be supplemented with a height extension
strip that provides increased concrete cover. This is
particularly advantageous when used in aggressive P 7
environments, outdoors or in floors subjected to high as —A— —
loads. The extension strip can be left in place or removed

after casting. When removed, a shrinkage joint is created 4N\
corresponding to a saw cut with a depth of 30 mm and a
width of 8 mm.

TECHNICAL DATA FAA

Material: Steel sheet SIS 1142

Material top strip: Polyethylene plastic
Length: 3500 mm

Tolerances: Length +/- 5 mm. Height +4 mm/-2 mm

PRODUCT RANGE

Item.nr Description Kg/pcs Width (mm) H1 H2 H3 Unit

1022100 Screed Rail Combiform C25 2,5 80 - - - Metre
1022101 Screed Rail Combiform C45 2,5 90 30 - - Metre
1022102 Screed Rail Combiform C65 2,7 105 28 47 - Metre
1022103 Screed Rail Combiform C85 4,0 115 31 49 67 Metre
1022104 Screed Rail Combiform C105 49 130 32 53 88 Metre
1022105 Screed Rail Combiform C125 6,0 135 32 64 109 Metre
1022106 Screed Rail Combiform C145 77 160 32 75 127 Metre

ENVIRONMENTAL & SUSTAINABILITY STORAGE

: Store in dry conditions to prevent corrosion.
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PRODUCT RANGE - ACCESSORIES

Item.nr Description Qty/pack Unit

1022107 Adjustment Screw Combiform 60 mm 100 Piece
1022108 Adjustment Screw Combiform 90 mm 100 Piece
1022109 Base plate Combiform 50 Piece
1022110 Height Extension Combiform 30x2200 mm 2,2 Metre
1022111 Screw Tool Combiform 1300 mm 1 Piece

Adjustment Screw Base plate Screw tool Height extension
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