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ACCESSORIES

SPECIALIST ON CONCRETE ACCESSORIES

This installation guide applies to the following 
waterstops:

Swelling Tape Polybar+

Swelling Tape Polybar+ SW

Swelling Tape PolyproofX 1

Swelling Tape HyDra Polybar+

Swelling Tape PolyproofX 1

Swelling Tape HyDra Polybar+ SW

FlexproofX 1 Fixing Glue BS Swellpaste SX 100Fixing Glue SuperX 1
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SPECIALIST ON CONCRETE ACCESSORIES

Surface preperation:

The substrate must be clean and free of dust, loose 
particles, concrete residue, etc. 
Cracks or cavities larger than 15 mm must be repaired with 
FlexproofX 1 or Swellpaste SX100 prior to installation.

Placement:

Install the swelling tape as close to the center of the joint as 
possible. Recommended concrete cover is 80 mm.

Jointing:

Synthetic swelling tapes should be joined with a minimum 
overlap of 10 cm, except at corners.

Corners:

At corners, the swelling tape must be tightly butt-jointed.

INSTALLATION METHODS

Inspection:

Always ensure that the swelling tape is securely fixed 
before casting, so that it cannot shift or lift out of position 
during the concreting process.

Synthetic swelling tapes should only be installed on 
hardened concrete surfaces

Installation on concrete slabs:

Secure the swelling tape on the slab by using fixing Glue or 
with Swellpaste SX100 if the substrate is uneven.

Apply the fixing glue or Swellpaste on the substrate and 
gently push the swelling tape into place.

In some cases, nails may also be used during 
installation, but we primarily recommend always using 
contact adhesive or swelling paste. 
 
Please contact us for advice before installing with nails.
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Installation should be in the center of the joint.                           
Recommended concrete cover 80 mm.

Jointing should be done by overlapping minimun 10 cm. In corners the ends should be butt-jointed


