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TECHNICAL DATA SHEET - SWELLING TAPE POLYPROOFX® 1 

DESCRIPTION

KEY FEATURES

SPECIALIST IN CONCRETE ACCESSORIES

INSTALLATION
See seperate installation guide for our synthetic swelling 
tapes at www.hydratec.se

ENVIRONMENTAL & SUSTAINABILITY
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STORAGE

PolyproofX® 1 is a high-quality, synthetic swelling tape 
made of thermoplastic elastomer (TPE) with hydrophilic 
properties. 
The product is suitable for sealing both construction joints 
and expansion joints in concrete structures. 
It swells up to 400 % upon contact with water. 
The swelling is controlled and starts after approximately 72 
hours, reducing the risk of premature expansion.

•	 Swelling capacity up to 400 %
•	 Delayed swelling
•	 Works in areas with fluctuating groundwater levels
•	 High elasticity and tensile strength
•	 Resistant to chemicals
•	 Suitable for both construction and expansion joints
•	 Approved for potable water applications
•	 Tested up to 7 bar water pressure
•	 Durability: 120 years
•	 Available in multiple profiles

APPLICATIONS
•	 Sealing of construction joints and expansion joint

•	 Sealing between prefabricated concrete elements

•	 Water treatment plants, biogas facilities, water 
reservoirs, and potable water installations

RANGE OF ARTICLES IN STOCK

Store at temperatures between +5 °C and +25 °C, in a cool, 
dry place and in the original packaging. 
MUST NOT COME INTO CONTACT WITH WATER. 
 

Item.nr Decription Width (mm) Height (mm) Lenght (m) Qty/box Unit

1112025 Swelling Tape PolyproofX® 1 20x20 20 20 5 40 m

1112026 Swelling Tape PolyproofX® 1 30x30 30 30 5 30 m

1112029 Swelling Tape PolyproofX® 1 40x1 40 1 75 75 m

BVB ID
117435

Other profiles available on request. Ribbed versions can also 
be supplied for saltwater applications.


