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TECHNICAL DATA SHEET - JOINT TAPE HYDRA ECOFLEX TYPE DA PHT DIN 18541

HyDra Ecoflex Type DA PHT DIN 18541 is a flexible joint
tape made of phthalate-free PVC, produced in accordance
with DIN 18541 Part 1 and 2.

Itis used for sealing external expansion joints in concrete
structures exposed to water pressure and/or movement.

APPLICATIONS

KEY FEATURES

+  Phthalate-free «  External expansion joints in concrete structures
*+  Environmentally assessed « Jointsin structures exposed to hydrostatic pressure
+  120-year durability and/or movement
+ High tensile strength and elongation at break +  Commercial buildings
+  Excellent long-term flexibility and load-bearin
capacity & y & *  Basements
+ Resistant to a wide range of chemicals + Underground parking garages

Can be welded on site (butt-joints)
Available in custom pre-fabricated systems

TECHNICAL INFORMATION

Material: Made from phthalate-free PVC (PVC-P PHT
NB DIN). Standard version is not bitumen-compatible,
Bitumen-compatible version available upon request.

Color: Svart

Packaging: Standard packaging 25 m rolls. Custom made
pre-fabricated systems available on request.

Physical properties according to DIN 18541 Part 2

Property Standard Value
Tensile strenght DIN EN ISO 527-2 > 10 MPa
Elongation at break DIN EN ISO 527-2 > 350 %
Shore A Hardness DIN EN ISO 868 67 +/-
Tear resistance DIN ISO 34-1 > 12 kN/m
Low temp. performance: * >200%
Elongation at break at
-20°C

*= For testing the behaviour at low temperatures, the
elongation at break according to DIN EN ISO 527-2 has to
be tested. For this purpose, the test specimens should be
stored for at least 2 h at (- 20 + 2) °C and then tested at this
temperature.
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PRODUCT RANGE

Type Width (a) Width (b) Thickness (c) Height Anchor (d) Qty anchor (f) Lenght (m)
(mm) (mm) (mm) (mm)
DA 240 240 90 4 20 4 25
DA 320 320 100 4 25 6 25
DA 500 500 120 4 25 8 25
DA 240/20 240 90 4 24 4 25
DA 240/30 250 115 5 35 4 25
DA 320/30 330 105 5 35 6 25
DA 500/30 500 125 5 35 8 25

All dimensions in accordance with DIN 18541 Part 1.
Diagram water pressure & deformation

Selection diagram
for waterstops acc. to DIN 18541, part 1 and 2
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Ws - water pressure in bar

ve - resulting deformation in mm

excerpt from DIN 18197:2018-01

ENVIRONMENTAL & SUSTAINABILITY STORAGE

Product information There are no specific storage requirements. However, it is
‘ declared to Nordic recommended to store the product on pallets and in proper
Ecolabelling by New packaging prior to installation to avoid mechanical damage
SundaHus Buildings gen. 3 and 4. The or exposure to environmental factors (e.g. weather).

product is not certified
under the Nordic Swan
Ecolabel.
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