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STORAGE
Shelf life: 12 months in unopened original packaging 
 
Storage temperature: Frost-resistant. Store in a cool, dry 
place away from direct sunlight. 
 
Note: Flammable product – keep away from heat sources, 
sparks, open flames, and other ignition sources.

Solvent-based, fast-drying bitumen primer with excellent 
adhesion to the substrate. Primarily used in colder 
conditions as a primer before applying cold or hot 
bituminous coatings, waterproofing systems, or bitumen-
based membranes.

 
The primer itself is not waterproofing, but serves to 
enhance the adhesion of subsequent waterproofing layers. 
Suitable for all common mineral-based substrates, as well 
as surfaces with residual bitumen material

•	 Excellent adhesion to the substrate, even at low 
temperatures 

•	 Fast drying – dust-dry in approximately 3 hours 

•	 Complies with DIN 18 195 Part 2, Table 4.1 No. 2, and 
AIB DS 835 

•	 Enhances adhesion of subsequent waterproofing layers 

•	 Easy to apply with roller or brush

INSTALLATION

The substrate must be properly prepared prior to 
application. 
Note: This product is for outdoor use only

Preparation: 

•	 The surface must be dry, stable, and absorbent to 
ensure optimal adhesion. 

•	 It must be free from dust, dirt, oil, release agents, as 
well as 
scratches, sharp edges, protrusions, or cutting burrs. 
These must be removed prior to application. 

•	 Perform a visual inspection and manual check by 
wiping your hand over the surface. No loose particles 
should detach, and your hand should remain clean. 

•	 Do not apply the primer to damp or wet surfaces. 
Solvent-based bitumen primers require a dry substrate 
for proper adhesion. 

•	 If multiple coats are required, allow each layer to dry 
completely before applying the next.

Item.nr Description Usage units/pcg Unit

1321035 Bitumenprimer Sandroplast Ca 0,2-0,3 l/m² 5 Liter

For more information 
regarding environmental 
and safety aspects, please 
refer to the product’s safety 
data sheet (SDS) available on 
our website
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